
Pre-Connectorized Drop Cable, 1 F, 
Hardened Connector to stub end 

Dielectric, Single-mode (OS2)

Company Background
MilAero has a long history of building custom wire harness and cable assemblies for DND 
and the Marine industry. With the increased demand on quality products for the broad-
band marketplace, MilAero will be offering pre-connectorized drop cable solutions. The 
hardened connector in the picture below is compatible with Corning OptiTap termination 
configuration. Our pre-connectorized cables will be offered in standard / custom lengths 
to meet your business needs.

Features and benfits
Smaller profile and reduced bend-radius

 Factory installed and tested pre-connectorized connector reduces the cost of field  
 installations
 Cable can be used for Aerial and Underground Installations
 Insertion Loss - maximum:   ≤ 0.15 dB
 Custom Lengths

Pre-Connectorized  Drop Cable Fully Compatible OptiTap® Style 
Hardened Solution
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Specifications

1. GENERAL

These specifications cover the general requirements for fiber optic telecommunication 
cables used for outdoor application.

2. STANDARDS

ITU-T G.650 Definition and test methods for the relevant parameter of single-mode fibers.
ITU-T G.657 Characteristics of G.657 fiber and cable IEC 60793
Optical fiber Part 1 : Generic specification IEC 60793-1 
Optical fiber Part 2 : Product specifications IEC 60794-1
Standard for optical fiber outside plant communications cable

3. CABLE CONFIGURATION

900um tight buffered fiber with 1core G.657.A2 with 900um tight buffered tube, Dielectric 
strength member (GRP), MDPE jacket.
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Specifications

4. CABLE CONSTRUCTION

Fiber

Strength Member

Outer Sheath

Physical 
Dimension

Fiber type & Count
1st Jacket

Jacket Material & Color
Material

Count
Material

G.657.A2 & 1Core
900um tight buffered tube

PVC & Yellow
GRP
2EA

MDPE
Black

5.3 ±0.2
3.0 ±0.2

Color

Diameter (mm) Width
Height

4. CABLE CONSTRUCTION

Temperature

Tensile Load

Bending Radius

Installation

Operating
Installation
Long Term
Installation
Operation

-40~+70 C

-40~+70 C
1350N
400N

More than 20xD
More than 15xD
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MilAero Electronics Atlantic Inc.

MilAero specializes in the manufacture and integration of high-performance
electrical assemblies to the Defence, Aerospace, Marine, Renewable Energy, Industrial 
and Commercial Sectors. At its Dartmouth facility, there are 30+ highly trained employees 
delivering quality products that meet customer needs on time, every time.

The company works with its customers during the prototype phase of development to 
ensure manufacturability and quality is designed into the products at the lowest possible 
cost. Currently exports to Sweden, Italy, UK and USA.

Certifications Quality Standards/Certifications

AS9100 Certified and Compliant
IPC/WHMA-A-620 & 610 Certified Trainers and Operators
Canadian Controlled Goods Certified and Compliant  
GIDEP Registered

For more information visit www.mil-aero.com


